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1.84 m3 (2.41 cu. yds.)

For Section F-F
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SECTION D-D

.75 m
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SECTION E-E

QUANTITIES

For Section A-A to E-E and curtain wall =

concrete for (250 (10) pav't.)

.17 m3 (0.069 cu. yds.) concrete per m (ft.)

Welded wire fabric weighing not less than 2.83 kg/m2

R
Sopc oAl

SECTION A-A

290 660

65 R 'uw@) (26)

SECTION B-B

GENERAL NOTES

Tie bars shall be No. 20 (No. 6) at 600 mm
(24") centers unless otherwise shown.

Gutter outlet shall be tied to the pave-
ment in accordance with details for
longitudinal construction joint shown

on Standard 420001.

If the average grade of pavement for
the distance from Section A-A to D-D
exceeds 27, this distance shall be
increased 1.8 m (6 feet) for each 1%
increase in grade.

All dimensions are in milimeters (inches)
unless otherwise shown.

DATE REVISIONS

OUTLETS FOR CONC.

1.82 m3 (2.38 cu. yds.) concrete for (225 (9 pav’'t.) 1-1-97 |Renum. Standard 2212-4.

CURB AND GUTTER

TYPE B-15.60 (B-6.24)

6-15-94 | Moved G.N. to Specs.

(Sheet 1 of 2)

STANDARD OUTLET

Redrawn on 2 pages.
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1.51 m- (1.98 cu. yds.) concrete for 225 (9) pav't. SECTION D-D AN
1.54 m3 (2,01 cu. yds.) concrete for 250 (10) pav’t. )]
TYPE 1 OUTLET
T | 760 2.
O[R i 3
lﬁ’ 50 ! ‘6o | & 100 300 600
__________ M2 Q DT a T @a
= 13 = ol 110 220305 600
SV BN 7 O~ (30) ] IRN ° >
g ILE2HWY. E[‘B — P R S ) T2 ’j
J Pl
5 o 3 SECTION E-E D
[Tolte) N
. 760 |$ @ i = SECTION C-C
~ (30) e QE o _| 45
COCOCOCDO Oy O IGEA 600 600
ol o oD 59, 680 _I50] wle 135 22 29 2 [z 2
o~ SN IS
BEle o O | e e @D T6) 150, 460 1150 i CNELIN B 6
N ® = a8 (&) ) = —— 0}
D) SECTION F-F _ N e ,
- SECTION D-D oy @ /
159 ;max. (typ.) ol " R/ \’:(BgR (215) R
(¢ PN
@ 6/ g TION. A-A
S . | W2 SECTION B-B SECTIO
VAL—\ E— —I 830 Tie bars
48 = . -
17%) N 2 g}_{v 33) 2.4 m - 2.4 m A 2.4 m QUANTITIES
8 0 (8-0") I (8-0" I -0 3
DC-I BC-I 1.58 m- (2.07 cu. yds.) concrete for 225 (9) pav't.
GRATE AND COVER TYPE 2B Eﬂ ‘ ‘ 1.60 m3 (2.07 cu. yds.) concrete for 250 (10) pav’t,
Grate - 47 kg (104 Ibs.) | | | | | | |
Cover - 47 kg (104 Ibs.) j All dimensions are in millimeters (inches)
| | | || | || | | unless otherwise shown.
F— =N | |
i3 EE— l OUTLETS FOR CONC.
I D fT
@ llinois Department o ransportation _r J_ T CJ B CURB AND GUTTER
PASSED January 1, 1997 g M‘J PLAN TYPE B_15.6O (B_6°24)
E‘é%&%ncmsmo LICY AN PROBEDURES S 300 (12) Pipe drain — (Sheet 2 of 2)
APPROVED Jonuary 1, 1997 : DC-I TYPE 2 OUTLET

ENGINEER OF DESIGNZAND ENVIRONMENT

STANDARD 606006




